INDEX OF SHEETS

HIGHWAY STANDARDS

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JUL.LE.“ AT (800
892-0123 OR BiI FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND GAS

SHEEL MO,  DESCRIPTION STANDARD MO,  RESCRIPTION UTILITIES. 48 HOUR NOTIFICATION IS REQUIRED.
H TITLE SHEET Q00001 - O & STANDARD SYMBOLS. ABBREVIATIONS AND PATTERNS TEN (101 FOOT TRANSITIONS SHALL BE USED TO MATCH PROPOSED CURB AND GUTTER AND
MEDIAN ITEMS GF WORK TO EXISTING CURBS AND GUTTER AND MEDIANS IM THE FIELD,
2 INDEX OF SHEETS, HIGHWAY STANDARDS, AND GENERAL NOTES 442201~ &3 CLASS C AND D PATCHES UNLESS CTHERWISE SHOWN. THE TRANSITIONS SHALL BE PAID FOR AT THE CONTRACT UNIT
PRICE FOR THE PROPOSED ITEMS OF WORK SPECIFEED.
3 - 4 SUMMARY OF QUANTITIES 604001 =0 FRAMES AND LIDS TYPE |
THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WiTH UTILITY COMPANIES,
5-6 TYRICAL SECTIONS BE600T —04 CONCRETE CURB TYPE B AND COMBINATION {ONCRETE CURB anD GUTTER AND THE CITY OF JOLIET.
7 -9 ROADWAY AND PAVEMENT MARKING PLANS 7014271  LANE CLOSURE, MULTILANG, INTERMITYENT OR MOVING OPERATION, FOR THE CONTRACTOR WILL NOT BE ALLOWED YO SET UP A YARD QR FIELD OFFICE ON STATE
SPEEDS <= 40 MPH PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT,
10 - 16 DETECTOR LOOP REPLACEMENT PLANS
701601 - 08 URBAN LANE CLOSURE, MULTILANE, 1W OR 2W WITH NONTRAVERSABLE MEDIAN ANY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MARKERS OBLITERATED BY
17 DRIVEWAY DEYAILS - DISTANCE BETWEEN R.O.W, AND FACE OF CURB & WMILLING AND RESURFACING OPERATIONS OM SIDE STREETS AND ENTRANCES SHaill BE
EDGE OF SHOULDER >z i5' (4.5 M) B0-O1 701701 (O URBAN LANE CLOSURE, MULTILANE INTERSECTION REPLACED AND PAID FOR IN KIND.
i8 DRIVEWAY DETARS - QIS?ANCE BETWEEN R.Q.W. AND FACE QF CURB < 701801 « 0% SIDEWALK, CORNER OR CROSSWALK CLOSURE ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE PAVEMENT MARKERS
15" {45 M BD-02) OQUTSIDE THE REMOVAL LINE SHOWN ON THE PLANS SHALL BE REPLACED AT NG ADDITIONAL
TO1901~ oZ, TRAFFIC CONTROL DEVICES COST 7O THE DEPARTMENT.
18 DETAILS FOR FRAMES AND LIDS ADJUSTMENT WITH MILLING (BD-08}
BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR FUTURE
20 PAVEMENT PATCHING FOR HMA SURFACED SAVEMENT (BD-22} . REFERENCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT
MARKERS) IN QRDER THAT THESE LOCATIONS CAN BE RE-ESTABLISHED FOR STRIPING. EXACY
21 CURB QR CURB AND GUTTER REMOVAL AND REPLACEMENT (BD-24) LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER,
22 BUTT JOINT AND HMA TAPER DETAILS (BD-32) ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE ENGINEER.
23 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, LOCATION OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT {OR
AND DRIVEWAYS -{TC-10 COMBINATION CURB AND GUTTER (THE TYPE SPECIFIED ON THE PLANSH, WILL BE
: DETERMINED IN THE FIELD BY THE ENGINEER.
24 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
{SNOW-PLOW RESISTANT) (TC-11) DRAIMAGE ADJUSTMENT OR RECONSTRUCTION LOCATIONS WILL BE DETERMINED (N THE FIFLD
BY THE ENGINEER. _
25  DISTRICT ONE TYPICAL PAVEMENT MARKINGS (TC-33 .
) 1T SHALL BE THE CONTRACTQR'S RESPONSIBILITY 70 VERIFY ALL DIMENSIONS AND )
26 TRAFFIC CONTROL AND PROTECTION AT THURN BAYS (Y0 REMAIN OPEN TO CONDITIONS EXISTING IN THE FIELD PRIOR TQ CONSTRUCTION AND ORDERING OF MATERIALS.
TRAFFIC) (TC-14)
FRAMES AND GRATES ADJUSTMENT OF PRIVATE UTILITIES WITHIN THE LIMITS OF THE
27 PAVEMENT MARKING LETTERS 2 SYMBOLS FOR TRAFFIC STAGING (TC-if) IMPROVEMENTS SHALL BE DONE B8Y THEIR RESPECTIVE OWNERS AND ARE NOT PART OF THIS
CONTRACT.
28 ARTERIAL ROAD INFORMATION SIGN (T(~22)
THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR AT
29 DISTRICT ONE STANDARD TRAFFIC SIGNAL DESIGN DETAIL, SHEET 1 OF & {847) 705-4470 A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK.
(15-05)
THE ENGINEER SHALL CONTACT CORY JUCIUS, ARYERIAL TRAFFIC OPERATIONS ENGINEER, AT
30 DISTRICT ONE DETECTOR LGOF INSTALLATION DETAILS FOR ROADWAY (847) T05-4415, A MINIMUM OF TWQ {2} WEEKS PRIOR T0 THE PLACEMENT OF PERMANENT
"RESURFACING (F5-07) ) PAVEMENT MARKINGS,
THESE PLANS HAYE BEEN PREPARED FROM NOTES RECEIVED FROM THE BUREAU OF
CONSTRUCTION.
THE CONTRACTCR SHALL BE REQUIRED TO PROVIDE ACCESS 70 ABUTTING PROPERTY AT ALL
TIMES DURING THE CONSTRUCTION OF THIS PROJECT.
FOR FRAMES AND LIDS ADJUSTMENT WITHOUT MILLING, REUSE EXISTING FRAME AND LID
UNLESS OTHERWISE SPECIFIED IN THE PLANS.
DG NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.
PAVEMENT MARKING TAPE, TYPE Ill SHALL BE USED FOR $HORT TERM PAVEMENT MARKINGS
ON ALL FINAL SURFACES, THE COST OF THE PAVEMENT MARKING TAPE, TYPE III anD ITS
REMOVAL SHALL BE INCLUDED IN THE COST OF SHORT TERM PAVEMENT MARKING,
WHEN THE MILLED PAVEMENT IS OPEN TG TRAFFIC THE MAXIMUM GRADE DIFFERENTIAL
BETWEEN PASSES OF THE MILLING MACHINE SHALL NOT EXCEED P/AINCHES (40 mm) WHERE
THE SPEED LIMIT S 40 MPH (80 kmsh) OR LESS AND 1 INCH (25 mm) WHERE THE SPEED
LIMIT 1S GREATER THAN 40 MPH {80 km/h), WITH WRITTEN APPROVAL OF THE ENGIMEER, A
MAXIMUM GRADE DIFFERENTIAL OF 3 INCHES (75 mm} MAY BE ALLOWED IF THE EDGE OF THE
MILLING IS SLOPED A MINIMUM 1:3 {vs).
BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE RESURFACING
MEETS EXISTING PAVEMENT) ACCORDING TG THE “BUTT JOINT AND HOT-MIX ASPHALT TAPER
DETAILS" SHEET INCLUDED IN THE PLANS, UNLESS OTHERWISE SPECIFIED.
REMOVAL OF HMA OVER GUTTER LINE WILL NOT BE PAID FOR SEPARATELY, AND {S
CONSIDERED PART OF HMA SURFACE REMOVAL PAY ITEM,
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